
Please gather the following tools before you begin the installation:

* Power Drill
* 3/16" & 5/32" drill bits
* 5/16" socket and socket wrench or nut-driver bit preferred
* Fine permanent marker or felt tip pen
* Tape Measure
* Masking Tape
* Hammer & center punch
* Rivet gun, capable of 3/16" rivets (most brands can handle this size)

A.  Gather masking tape, tape measure, a permanent marker and also the 
two angled hood brackets (3-mounting holes).

B.  Place three-holed bracket [32-00004] above the lip on the structural 
frame with the ball stud pointing outward or away from the vehicle.  The 
base of the bracket should sit flat against the frame as shown.  Leave a 
small amount of room between the bottom of the bracket and the lip 
(1/16") to keep the bracket from riding up onto the lip.  

Step 1 - Unpack QuickLIFT system and verify contents.

Step 2 - Gather the required tools. 

Step 3 - Mark hood bracket centerline.
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1999-2004 Ford Mustang
QuickLIFT Installation Guide

This manual is property of Redline Tuning Inc.  Any unauthorized duplication or use

without written permission from Redline Tuning Inc, violates Copyright laws.

Copyright © 2024 Redline Tuning Inc.  All Rights Reserved.

Remove all items from the packing tube.  You should 
have the following before beginning:

* (2) Gas Springs    QL-200-5A
* (4) 3/16" Multi-grip rivets   38-00015-B

(Outer holes of hood brackets)     
* (2) 3/16" Aluminum rivets (longer) 38-00016-B

(Center hole of hood brackets)
* (4) 5/16" forged TEK screws (Fender) 38-00030-B
* (2) Fender Brackets   32-00002-R
* (2) Hood Brackets    32-00004
              

55-00022 
Assembly 32-00002-R

Fender Brackets

32-00004
Hood Brackets

Recommended:
Hand Riveter (38-00047) 

Rev. 1.2
7/2024

21-11014

Body end: 
72-00002

Rod end: 
72-00002 QL-200-5A

C.  For aftermarket hoods without lip, 
measure from the front corner of the 
hood 21-3/4" and place mark on tape 
- use this line to place the bracket at 
the centerline of the ball stud.

Mount above lip for stock hoods

Aftermarket Hoods

Aftermarket Hoods

Stock hoods
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Step 7 - Drill upper and lower holes, then rivet

Step 4 - Align Driver's side hood bracket and mark center hole.

A.  Hold hood bracket [4] such that 
the ball stud faces out and away from 
the vehicle and bracket is tucked up 
over the hood frame as shown to the 
right - Ball stud should be centered 
on measurement.

B.  Using a marker, place a dot at the 
center of the center hole.

C.  Using a center punch and a 
hammer, tap the center of the dot you 
just made (this indention will help 
guide the drill bit and keep it from 
wandering.   

A.  Reposition and align bracket into the proper position 
against hood lip.  

B.  With the bracket snugged up against the hood frame, use 
the center punch to tap the center of the upper hole.  Then, 
carefully drill the hole through bracket hole and hood frame.   
Rivet upper & lower holes using four multi-grip rivets (steel 
shaft, not aluminum).

Step 6 - Rivet center of bracket to hood.

A.  Hold the bracket in position.

B.  With the bracket lined up again, place the 
Aluminum multi-grip rivet through the bracket and 
hole with the long stem sticking outward.   The rivet 
may require a few twists while pushing it in.  See 
parts list for correct rivet  (1 for each hood bracket).  

C.  Check to be sure your rivet gun has the 3/16" 
rivet head installed, then slide rivet gun onto rivet.   
While applying force to the rivet and bracket, 
firmly squeeze riveter handle multiple times until 
rivet gun pops and snaps off the rivet stem.  Be 
careful when rivet stem snaps off.

A.  Carefully drill center hole as shown 
to the right using a 3/16” drill bit.

*** Place a piece of tape around the 
drill bit 1/4" past the tip!  This will 
help prevent the drill bit from 
passing through and denting the 
hood skin!

Step 5 - Drill 3/16" hole.

Multi-grip rivet

Aluminum Multi-grip rivet 

Multi-grip rivet

Aluminum Multi grip rivet

Multi grg ip rivet

Multi grip rivet

Front corner of hood
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A.  Using a color matching paint, touch up the area where you just drilled the hole.

B.  Using a 5/16" socket and wrench (or use a 5/16” nut driver on drill - works best), carefully screw the right side of 
bracket into the fender.  Apply adequate pressure while screwing the sheet metal screw in - you will be creating 
threads through the layers of steel on the fender lip and it will require force. 

Step 11 - Attach the right end of the bracket to fender.

A.  Your hood has a symmetrical under structure (frame).  Repeat Steps 3-7 to install the upper 
passenger hood bracket.  Take your time.

A.  Hold the bracket in position as shown below.    The bracket should sit 1" from the fender with the ball stud 
pointing outward or away from the vehicle and approximately 3-3/4" from center of fender bolt (closest to 
cowl) to the edge of the bracket.

The bracket will be touching the angled corner of the fender lip, shown with red arrow below.

Step 8 - Repeat steps 3-7 and install the passenger side hood bracket.

Step 9 - Position and mark first hole for driver's side fender bracket.
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A.  Using a center punch and a hammer, 
tap the center of the marked hole.  This will 
help guide the drill bit and keep it from 
wandering during the following step.  

B.  Drill the right hole at the marked 
position using a sharp 5/32" drill bit.

Step 10 - Mark hole center before drilling right hole using 5/32" drill bit.

The bracket should span an area where two sections of steel are 
overlapping. 

B.  Mark right hole using a fine permanent marker.

1”

3-3/4”
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A.  Straighten bracket and align parallel to fender.  Repeat Steps 10 and 11 for second TEK screw. 

Step 12 - Mark center, drill and attach second TEK screw

To remove gas springs:
Slide a small flat blade screw driver under the metal c-clip on the back of the end-fitting.  
Slowly twist and pull the gas spring from the ball-stud while prying c-clip (DO NOT 
REMOVE C-CLIP).  Gas spring will pop off of ball-stud.  Press c-clip back into position and 
the gas spring is ready to reinstall.

A.  Repeat Steps 9-13 to attach the passenger side fender bracket.  The vehicle is symmetrical so the same locators 
can be used.  Feel free to measure off of key areas to ensure a symmetrical installation.  

Step 13 - Repeat steps 9-12 to attach the passenger fender bracket.

Step 14 - Install the gas springs

A.  Snap rod end of gas spring onto fender (lower) ball-stud.

B.  Snap body end of strut onto hood (upper) ball-stud.

NOTE: Carefully rock the gas spring end fittings over ball-studs. This allows for the c-clip inside the 
end-fitting to spread apart and wrap around the ball-stud. If the socket is forced on, the c-clip will bend 
inward and the end fitting will pop off. 
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